
Overview
Riser (FT4) data communication and electronics 
cable, for voltage rating from 150V to 600V. 

Features & Benefits
⎕⎕ Conveniently packaged reels in a box
⎕⎕ Sequential footage markings to facilitate in-

stallation
⎕⎕ Color coded and print legends for quick iden-

tification and troubleshooting
⎕⎕ Polyester supported aluminum foil shield with 

stranded tinned copper drain wire to facili-
tate grounding

⎕⎕ Premium grade natural polymer alloy jacket
⎕⎕ 600V models TC or TC-ER rated

D a t a s h e e t

Applications
⎕⎕ Sensors
⎕⎕ Actuators
⎕⎕ Equipment

CB-WXXX-1XXX Series
Multi-Conductor Riser (FT4) Cables, 150V to 600V
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Product Number AWG Number of 
Conductors

Shielded Maximum 
Suggested 

Voltage

Jacket Color Outside 
Diameter 

(in)

Packaged 
Weight

CB-W221P-1052 22 2 No 300V Grey 0.122 9 lbs.

CB-W221P-1001 22 2 Yes 300V Grey 0.132 11 lbs.

CB-W223C-1193B 22 3 No 300V Grey 0.129 11 lbs.

CB-W224C-1108 22 4 No 300V Grey 0.156 14 lbs.

CB-W224C-1005 22 4 Yes 300V Grey 0.147 17 lbs.

CB-W226C-1024 22 6 No 300V Grey 0.164 22 lbs.

CB-W226C-1042 22 6 Yes 300V Grey 0.173 23 lbs.

CB-W228C-1252B 22 8 Yes 300V Grey 0.195 28 lbs.

CB-W181P-1002 18 2 No 300V Grey 0.156 17 lbs.

CB-W181P-1416 18 2 No 600V Grey 0.255 33 lbs.

CB-W181P-1003 18 2 Yes 300V Grey 0.164 20 lbs.

CB-W181P-1003BSB 18 2 Yes 300V Grey/Blue 0.164 20 lbs.

CB-W181P-1003RSB 18 2 Yes 300V Grey/Red 0.164 20 lbs.

CB-W181P-1105 18 2 Yes 600V Grey 0.27 34 lbs.

CB-W183C-1045 18 3 No 300V Grey 0.166 25 lbs.

CB-W183C-1240 18 3 Yes 300V Grey 0.172 27 lbs.

CB-W184C-1037 18 4 No 300V Grey 0.187 32 lbs.

CB-W184C-1051 18 4 Yes 300V Grey 0.192 33 lbs.

CB-W186C-1049 18 6 No 300V Grey 0.216 47 lbs.

CB-W186C-1046 18 6 Yes 300V Grey 0.23 41 lbs.

CB-W188C-1041 18 8 No 300V Grey 0.235 61 lbs.

CB-W188C-1068 18 8 Yes 300V Grey 0.25 49 lbs.

CB-W161P-1031 16 2 No 300V Grey 0.174 26 lbs.

CB-W161P-1047 16 2 No 600V Grey 0.28 42 lbs.

CB-W161P-1010 16 2 Yes 300V Grey 0.189 25 lbs.

CB-W161P-1276 16 2 Yes 600V Grey 0.29 43 lbs.

CB-W141P-10811 14 2 No 150V Grey 0.0224 38 lbs.
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Product Specifications
Rating——————————————————————————————————————————————————————————————————FT-4
Unshielded Cables:
Conductor—————————————————————————————————————————————————— Stranded bare copper
Compliances:

⎕⎕ 	— ———————————————————————————————————— NEC Article 725 Type CL3R (UL: 75°C, 150V)
⎕⎕ 	— —————————————————————————————————————NEC Article 800 Type CMR (UL: 75°C, 300V)
⎕⎕ 	— ——————————————————————————————— California State Fire Marshall Approved (unshielded)
⎕⎕ 	— ————————————————————————————————————————————————————— 600V models TC-rated

Shielded Cables:
⎕⎕ Conductor— ——————————————————————— Stranded Bare copper per ASTM B-3, B-8 and B-286
⎕⎕ Shield ————————————————————————————— Overall Flexfoil® polyester supported aluminum foil 

— ————————————————————————————————————————————— Stranded tinned copper drain wire
Compliances:

⎕⎕ 	— ———————————————————————————————————— NEC Article 725 Type CL3R (UL: 75°C, 150V)
⎕⎕ 	— —————————————————————————————————————NEC Article 800 Type CMR (UL: 75°C, 300V)
⎕⎕ 	— —————————————————————————————————————————————————— 600V models TC-ER-rated

Insulation— ————————————————————————————————————— Premium grade color coded S-R PVC
Jacket—————————————————————————————————————————————————————— Premium grade PVC 
——————————————————————————————————— Sequential footage markings to facilitate installation 
————————————————————————————————————————————— Suitable for use from – 20°C to +75°C 
————————————————————————————————————————————————————————————— Includes ripcord
Length— ————————————————————————————————————————————————— 305 m (1000’) cable box

Color Code Chart
Number of 
Conductors

Color

1 Black
2 Red
3 White
4 Green
5 Brown
6 Blue
7 Orange
8 Yellow
9 Violet
10 Grey
11 Pink
12 Tan
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Specifications subject to change without notice. 
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